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　Note-1 : Specified separately. For safety standards, see p.129. ( The rated voltage of standard certified products is 265 V. )　Note-2 : For the limit operating voltage, see p.131.
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　 N C S  Series 　Shell Size 5 0
【 Power supply side 】 < Socket ( female ) contact used > S Type 【 Power receiving side 】 < Pin ( male ) contact used >

M53 × 1.5

φ
47

.3

φ
57

φ
45

.2

A

A：Cable Fittings φ 19 to φ 23

B

Dim.
100
90
30
20

Contacts
2 , 3

4 to 25
2 , 3

4 to 25

B

C

C

Plug

Receptacle

M53 × 1.5

12
0°

φ
68

φ 60
4

φ
50

φ
46

13

120°

Dim.
45
42
41

Contacts
4

8 , 10
15 , 25

A
A

16

3-3.4 Hole CSK

NCS-50 ■ -R
Number of contacts 4 to 25

NCS-50 ■ -P ( Number of contacts 2 & 3 not available. )

A

BM53 × 1.5
□

φ
47

.3

φ
57

φ
45

.2

Dim.
87 to 90
77 to 80

30
20

Contacts
2 , 3

4 to 25
2 , 3

4 to 25

A

B

Pipe thread
G1/2
G3/4
G1

□
1/2
3/4
1

M53 × 1.5

A

48

60 5

4-5.5 Hole

φ
50

φ
46

1348

Dim.
54
45
42
41
24
15

Contacts
2 , 3

4
8 , 10

15 , 25
2 , 3

4 to 25

A

B

60

B

NCS-50 ■ -GP □ ( Note ) The number of contacts 2 & 3 come with the [square flange] only. When both types of 

[round flange] and [square flange] exist, the shape symbol is "R kaku" for identification.

φ
57

M53 × 1.5 B

M5

A

φ
47

.3

φ
45

.2

22
0

Dim.
82
72
30
20

Contacts
2 , 3

4 to 25
2 , 3

4 to 25

A

B

          NCS-50 ■ -R Number of contacts ２ , 3

NCS-50 ■ -R kaku Number of contacts 4 to 25

Adapter

M53 × 1.5

φ
46

φ
57 A

A：Cable Fittings φ 19 to φ 23

B

Dim.
109
100

Contacts
2 , 3

4 to 25
B

φ
47

13

NCS-50 ■ -SP NCS-50 ■ -Ad

M53 × 1.5

33
12

φ 57
φ 46

220

5.5 Hole

Accessory

Plug cap：NCS-50-PCa

Accessory

Used also as adapter cap

M53 × 1.5

12

φ57.5

220

5.5 Hole

Receptacle cap：NCS-50-RCa 

Shell 

size Number of Contacts 2 3 4 8 10 15 25

50

Contact arrangement
<When viewed from the pin (male) 

contact coupling side>

Safety standard （ Note-1 ） － CSA NRTL/C

Rating 500V 80A 250V 50A 250V 25A 250V 20A 250V 15A
250V

  4pcs=15A

21pcs=  5A

Limit operating voltage （ Note-2 ） 600V 500V 400V 300V

Withstand voltage （ V r.m.s. ） 3,000 2,500 2,000 1,800

Wire size （ ㎟ ） 30 14 3.5
   4pcs=3.5

 21pcs=2

Coupled

Note: We show sizes by the nominal "G(PF)" of parallel pipe threads. p.135

The conductor cross sectional area is less than the following value.However, for safety standard certified products, use a cable having a value shown on p.129.
■ indicates the number of contacts.


